NSSC 9CS

LED HEADLIGHT _

Exclusive customized LED Chips, )
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Durable High Brightness Easy Installation Super Cooling Anti-Interference

IMIPORTED HIGH POWER LED CHIPS

Dependable & Powerful

Latest version exclusive customized LED chip

to maximum brightness

for

AIRCTAFT LEVEL Vil ALUMINUNI HEATSINK

High standard aircraft Level VIl aluminum
with high heat conductive and quick heat
dissipation, to provide more stable
performance and longer lifespan.

Aircraft Level VII
aluminum heatsink

Perfect combination of
professional heatsink design and
dust cap which can help to save
more space

INTELLIGENT INTERNAL DRIVER

American MPS new design intelligent control IC
highly-integrated,intelligent temperature control ,

automatic identification of car moving or stop status,the

current will be reduced to protect the LED bulb when e
car stopped and when driving , the current will be adjust =
automatically depend on the LED bulb heatsink working
temperature to make sure safe driving.

No need external driver and excessive wires
Convenient installation,no need any modification
of original car structure

Remove complicated connectiones
save time and space

LIGHTING PATTERN EFFECT

How long it takes to stop (driving an average family car)
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Headlamp lighting distance

Headlamp lighting distance

Excellent lighting pattern.Concentrated light.
High brightness.Long lighting distance.

High brightness low beam, 3 times brighter than halogen bulb.

NSSC 9CS High beam lighting distance is beyond 200m.

The data speaks louder than words.

9CS low beam Halogen low beam

9CS high beam Halogen high beam
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